
1

Nickel graphite 1-component sealing
3991 - Technical Datasheet

Jacobus Lipsweg 124
NL-3316BP, The Netherlands

T:  +31-(0)78-613 13 66
F:  +31-(0)78-614 95 85

E:   info@faradaycages.com
W:  www.faradaycages.com

E:  info@hollandshielding.com
W:  www.hollandshielding.com

1

Shieldoseal is a sixty five durometer with electrically  
conductive particles filled conductive adhesive sealant.  
It will cure within 24 hours but ultimate physical properties 
could take up to 72 hours to develop. Shieldoseal should 
have excellent adhesion to most substrates
Shieldoseal for EMI shielding

One of the applications of Shieldoseal is EMI shielding. 
Shieldoseal has excellent filling properties, therefore  
uneven surfaces can be filled. Shieldoseal cures quickly at 
room temperature. When fully cured, they remain as elastic 
as rubber and are homogenous conductive. In addition, 
they especially distinguish themselves by a high level of 
heat conductivity. It is pasty and can be used to glue metals 
(copper, alluminium, stainless steel, brass, ect.), ceramics 
and most plastics. Properties for individual applications are 
listed in the table below. 

Specifications  
 

Conductive adhesive  
 

Curing

Order example

When you want to order 3991 Shieldoseal  
please specify the following:

General Keep affected person away from heat, sparks and flames! Never 
give anything by mouth to an unconscious person. Symptoms of 
poisoning may occur after several hours, therefore observe for 48 
hrs after any accident.

Eyes Contact lenses should be removed. Irrigate copiously with clean, 
fresh water for several minutes holding the eye lids apart, seek 
medical advice.

Inhalation Remove to fresh air, keep warm and at rest. If breathing is irregular 
or stopped give artificial respiration. Give nothing by mouth. If un-
conscious place in the recovery position and seek medical advice.

Skin contact Remove contaminated clothing. Wash skin thoroughly with soap 
and water or use a proprietary skin cleaner.

Ingestion If accidentally swallowed obtain immediate medical attention. Keep 
at rest. Do not induce vomiting.

Conductive particules Nickel graphite
Shore A 65
Tensile Strength 250 psi
Specific Gravity 2.2
V.R. Ohm-cm 0.001
Color Gray
Self life Six months from date of manufacture
Handling/safety MSDS information is available on request

Specifications Unit 3991
Metal with metal Good
Metal with RFI gasket Good
RFI gasket with RFI gasket Good
Adhesion on aluminium > 18
Viscosity upon delivery Viscous
Tolulene solvent N/cm 5
Catalyst 21 °C Air humidity
Resistance against UV, ozone Yes
Storage time: plastic cartridges Weeks 2
Storage time: aluminium Weeks 8

Specifications Unit 3990/ 3991
Curring at room temperature 21 °C Yes
Film formation at 0,2 mm 
strength approx.

Minutes 1 - 4

Curing at 0,2 mm strength 
approx

Minutes 5 - 20

Curing based on film strength 
and venting surface approx.

Minutes 3 - 180

Odorless No

Revision date: 14-04-2015

3991 comes in 
130 gram - plastic 
cartridge
*other cartridges  
on request

3991 : Nickel 
graphite filled 
conductive 
1-component 
sealing
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